ISINGLE-ROW DEEP GROOVE BALL BEARINGS

BEARING TABLES | NSK
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80 100 10 06 13 900 14 500 17.4 6 000 3400 7100 6816 ZZ VV DDU N NR 1.7 1.3 97.9 0.4 0.5 [104.4 1.12 84 84.5 96 0.6 106 2.5 0.151
110 16 1 27 400 24 000 16.6 5600 3200 6 700 6916 ZZ VV DDU N NR 2.5 1.3 107.6 0.4 0.5 [ 115.7 1.12 85 87.5 105 1 117 3.3 0.391
125 14 06 35000 29 600 16.4 5300 — 6 300 16016 — — — = = — — — — — — — 84 — 121 0.6 — — 0.621
1256 22 11 52 500 40 000 15.6 6 300 3200 7100 6016 ZZ VV DDU N NR 2.87 3.1 120.22 0.6 0.5 [ 134.7 2.82 86.5 91 1185 1 136.5 5.3 0.872
140 26 2 80 000 53 000 14.6 5300 3000 6 300 6216 ZZ VV DDU N NR 490 3.1 135.23 0.6 0.5 [ 149.7 2.82 89 955 131 2 152 7.3 1.42
170 39 21 135 000 86 500 13.3 4500 2 800 5600 6316 ZZ VV DDU N NR 569 35 16365 0.6 0.5 [ 1829 3.1 91 1045 159 2 185 8.4 3.67
85 110 13 1 20 600 20 000 17.1 5600 3200 6 700 6817 ZZ VV DDU N NR 210 1.3 1076 0.4 0.5 [ 115.7 90 90.5 105 1 117 2.9 0.263
120 18 11 35000 29 600 16.4 5300 3000 6 300 6917 ZZ VV DDU N NR 330 1.3 1176 0.4 0.5 [125.7 91.5 945 1135 1 127 4.1 0.55
130 14 06 36 000 31500 16.5 5000 — 6 000 16017 — — — = = — — — — — — 89 — 126 0.6 — — 0.652
130 22 11 54 500 43 000 15.8 6 000 3000 7100 6017 ZZ VV DDU N NR 2.87 3.1 12522 0.6 0.5 [ 139.7 2.82 91.5 96 1235 1 141.5 5.3 0.918
150 28 2 92 500 62 000 145 4800 2 800 6 000 6217 ZZ VV DDU N NR 490 3.1 14524 0.6 0.5 [ 169.7 2.82 94 102 141 2 162 7.3 1.76
180 41 3 146 000 97 000 13.3 4300 2 600 5000 6317 ZZ VV DDU N NR 569 35 17366 0.6 0.5 [ 1929 3.1 98 1106 167 25 19 8.4 4.28
90 115 13 1 20 900 21 000 17.2 5300 3000 6 300 6818 ZZ VV DDU N NR 210 1.3 1126 0.4 0.5 [120.7 1.12 95 955 110 1 122 2.9 0.276
125 18 11 36 000 31500 16.5 5000 2 800 6 000 6918 ZZ VV DDU N NR 330 1.3 1226 0.4 0.5 [ 130.7 1.12 96.5 985 1185 1 132 4.1 0.585
140 16 1 45 500 39 500 16.3 4 800 — 5600 16018 — — — = = — — — — — — — 95 — 135 1 — — 0.873
140 24 15 64 000 50 000 15.6 5600 2 800 6 300 6018 ZZ VV DDU N NR 3.71 3.1 135.23 0.6 0.5 [ 149.7 2.82 98 103 132 1.5 1562 6.1 1.19
160 30 2 106 000 71 500 14.5 4500 2 600 5600 6218 ZZ VV DDU N NR 490 3.1 165.22 0.6 0.5 [ 169.7 2.82 99 107.5 151 2 172 7.3 2.18
190 43 3 157 000 107 000 13.3 4000 2 400 4 800 6318 ZZ VV DDU N NR 569 35 18364 06 0.5 | 202.9 3.1 103 117 177 2.5 205 8.4 4.98
Notes (') For tolerances of snap ring grooves and snap ring dimensions, refer to Pages A116 to A119. Remarks 1. Diameter Series 7 (extra-thin wall) bearings are also available; please contact NSK for details.
() When heavy axial loads are applied, d, and D, can be adjusted up to the shoulder diameter of the races. Please 2. When using bearings with rotating outer rings, contact NSK if they are sealed, shielded, or have snap rings.
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consult NSK for details.

3.

Please consult NSK about the snap ring groove dimensions of Dimension Series 18 and 19 sealed and shielded
bearings when the diameter is 50 mm or more.
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