
Bearing

Cylindrical
Bore

Note (1)    Suffix K represents bearings with tapered bores (1 : 12).
Remark For dimensions related to adapters, refer to Pages C348 and C349.
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Cylindrical Bore Tapered Bore

 35 72 17 1.1 17 500 5 100 8 500 10 000 1207
  72 23 1.1 23 900 6 600 8 500 10 000 2207
  80 21 1.5 27 800 7 850 7 500 9 500 1307
  80 31 1.5 44 000 11 300 7 100 9 000 2307

 40 80 18 1.1 21 200 6 500 7 500 9 000 1208
  80 23 1.1 24 700 7 350 7 500 9 000 2208
  90 23 1.5 33 000 9 700 6 700 8 500 1308
  90 33 1.5 50 000 13 500 6 300 8 000 2308

 45 85 19 1.1 24 200 7 350 7 100 8 500 1209
  85 23 1.1 25 700 8 150 7 100 8 500 2209
  100 25 1.5 42 000 12 700 6 000 7 500 1309
  100 36 1.5 60 500 16 700 5 600 7 100 2309

 50 90 20 1.1 25 100 8 100 6 300 8 000 1210
  90 23 1.1 25 700 8 450 6 300 8 000 2210
  110 27 2 48 000 14 100 5 600 6 700 1310
  110 40 2 72 000 20 200 5 000 6 300 2310

 55 100 21 1.5 29 600 10 000 6 000 7 100 1211
  100 25 1.5 29 300 9 900 6 000 7 100 2211
  120 29 2 57 000 17 900 5 000 6 300 1311
  120 43 2 84 000 24 000 4 800 6 000 2311

 60 110 22 1.5 33 500 11 500 5 300 6 300 1212
  110 28 1.5 37 500 12 600 5 300 6 300 2212
  130 31 2.1 63 500 20 800 4 500 5 600 1312
  130 46 2.1 97 000 28 300 4 300 5 300 2312

 65 120 23 1.5 34 000 12 500 4 800 6 000 1213
  120 31 1.5 48 000 16 400 4 800 6 000 2213
  140 33 2.1 68 500 22 900 4 300 5 300 1313
  140 48 2.1 107 000 32 500 3 800 4 800 2313

 70 125 24 1.5 38 500 13 800 4 800 5 600 1214
  125 31 1.5 48 500 17 100 4 500 5 600 2214
  150 35 2.1 82 500 27 700 4 000 5 000 1314
  150 51 2.1 122 000 37 500 3 600 4 500 2314
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SELF-ALIGNING BALL BEARINGS

Designations

Tapered
Bore(1)

Abutment and Fillet Dimensions
(mm)

 da Da ra
 min. max. max.

Axial Load Factors

 Y2 Y3 Y0

Constant

e

Mass
(kg)

approx.
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 Fa/ Fr≤e Fa/ Fr>e

 X Y X Y

 1 Y3 0.65 Y2

Dynamic Equivalent Load

P =XFr +YFa

Static Equivalent Load

P0 =Fr +Y0 Fa

The values of e, Y2 , Y3  , and Y0

are listed in the table below.

    1207 K 41.5 65.5 1 0.23 4.2 2.7 2.8 0.33
    2207 K 41.5 65.5 1 0.37 2.6 1.7 1.8 0.403
    1307 K 43 72 1.5 0.26 3.8 2.5 2.6 0.52
    2307 K 43 72 1.5 0.46 2.1 1.4 1.4 0.687

    1208 K 46.5 73.5 1 0.22 4.3 2.8 2.9 0.42
    2208 K 46.5 73.5 1 0.33 3.0 1.9 2.0 0.506
    1308 K 48 82 1.5 0.24 4.0 2.6 2.7 0.727
    2308 K 48 82 1.5 0.43 2.3 1.5 1.5 0.940

    1209 K 51.5 78.5 1 0.21 4.7 3.0 3.1 0.47
    2209 K 51.5 78.5 1 0.30 3.2 2.1 2.2 0.556
    1309 K 53 92 1.5 0.25 4.0 2.6 2.7 0.971
    2309 K 53 92 1.5 0.41 2.4 1.5 1.6 1.3

    1210 K 56.5 83.5 1 0.21 4.7 3.1 3.2 0.535
    2210 K 56.5 83.5 1 0.28 3.4 2.2 2.3 0.598
    1310 K 59 101 2 0.23 4.2 2.7 2.8 1.23
    2310 K 59 101 2 0.42 2.3 1.5 1.6 1.66

    1211 K 63 92 1.5 0.20 4.9 3.2 3.3 0.708
    2211 K 63 92 1.5 0.28 3.5 2.3 2.4 0.807
    1311 K 64 111 2 0.23 4.2 2.7 2.8 1.6
    2311 K 64 111 2 0.41 2.4 1.5 1.6 2.12

    1212 K 68 102 1.5 0.18 5.3 3.4 3.6 0.91
    2212 K 68 102 1.5 0.28 3.5 2.3 2.4 1.1
    1312 K 71 119 2 0.23 4.3 2.8 2.9 2.0
    2312 K 71 119 2 0.40 2.4 1.6 1.6 2.63

    1213 K 73 112 1.5 0.17 5.7 3.7 3.8 1.16
    2213 K 73 112 1.5 0.28 3.5 2.3 2.4 1.5
    1313 K 76 129 2 0.23 4.2 2.7 2.9 2.47
    2313 K 76 129 2 0.39 2.5 1.6 1.7 3.3

 — 78 117 1.5 0.18 5.3 3.4 3.6 1.3
 — 78 117 1.5 0.26 3.7 2.4 2.5 1.55
 — 81 139 2 0.22 4.4 2.8 3.0 3.03
 — 81 139 2 0.38 2.6 1.7 1.8 4.0
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